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[PDF] ► RMTP A reliable multicast transport protocol 

... RMTP uses the hierarchical approach and hence the notion of Designated Receiver 
from ... It also allows users to set an upper bound on the sender's data ... 
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Reliable multicast transport protocol (RMTP) - h Htb.ac Jn pdfj 

^ o^ , * IEEE Journal on Selected Areas in Communications. 133? - 

ieeexplore. ieee.org 

... there is a special receiver called a designated receiver (DR ... A multicast tree is 
set up in the network ... Data generated by the sender flows through the multicast ... 
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Multicast transport protocols: a survey and taxonomy- kfypm ,edu..sa ^ 
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... nodes in the control tree, or designated receivers (DRs ... data transmission protocol, 
the MFTP sender announces a ... The source may specify an address dierent than ... 
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The multicast dissemination protocol (MDP) toolkit- ► <St*c coo c 

JP Macker, PB Adamson - IEEE Military Communications Conference 1999 - ieeexplore, ieee.org 

... in the all transmitted packets from the sender. ... among the multicast receiver set 

were dynamically ... we have retained a concept of "designated receivers" to ... 


VMTP: A trans port protocol for the next generation of communication systems 
D Cheste r •■ aCM :k;'. s ' % Computer Communication Review, 1986 - portal.acm.org 
... of entities such as jobs and parallel programs that have ... worst ease that one store 
the entire set of free ... because an Internet address does not designate a host ... 


The Application of Chemical Multipurpose Internet Mail Extensions (Chemical MIME) 
HS \ i 9S8 - pubs.acs rg 

... to proactively specify that a designated "helper" program ... receive the following related 
set of headers; ... 23 +0100. To: recipient@somewhere. From: "Sender". ... 
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... leaders are either statically configured ordynami- cally designated. ... of a congestion 
indication, a sender will reduce ... R max , otherwise the rate is set to R ... 
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Why use a fishing line when you have a net? an adaptive multicast data distribution protocol 

JR CooperscxT. 3 o - c - Proceedings ol' tee 1936 annual corTerence o .... 1336 - portei.acm.org 
... is frequently dropping data, thus requiring the sender to retransmit ... One special 
subscriber is designated as the sec ... wish to avoid broadcasts can set this thresh ... 
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